AIAAIKAZIA EODAPMOTIHZX
>YXTHMA FINE FLOOR (Admeda ehabpldc katamdvnonc)

MpoetoLpacia UTIOCPWHATOG AkoAouBoUpe ta Brjpata tou cuthpatog epapuoyric MEDIUM.
Tp(Boupe TOAU kaAd kat kaBapiloupE e NAEKTPLKT okoUTIA.

MNpoetotpaoia peiypatog 2tov 10Kg kouPad adeldloupe OAN TNV XPWOTLKM KAl AVAKATEVOUE e QVadeUTrpa
(U{&ep) o€ xapnAEC oTPoWEG yia 2 Aetttd. ETtetta yepi{oupe TO PTIOUKAAAKL TNG
XPWOTIKAC e 200ml vEPO aKOMN, WOTE va EMWEEANBOULE aTtd OAO TO TIEPLE-
XOUEVO TNG XPWOTLKNG TIOU EELVE OTO S0XELO, KAl TO TIPOCHETOUE TNV TTACTA
AVOKATELOVTAG KOAG yLa akopn 2 AemTd.

EAgyxoupe OTL £xel yIVEL TIANPNG OOYEVOTIOINGN TOU UALKOU HE TNV XPWOTLKN
0€ OAO TOV KOURA K OTL TO UAIKO HAC EXEL PLa TIAYUPEDTN oUOTAON TIPLY EEKWVN-

OOULE EQapUOYN.
Tpotog epappoyng Mpwv TNV epappoyn tng Mpavitokoviag FINE cuviotatal va spappoletal pla
otpwon ard 1o MONOPRO TERRAZZO VARNISH yia aképa kaAUTepn TIpdo@uon.

Epappoloupe pta Aetttr) otpwon &uptotd e 0toxo va KAELOOUE TOUC TTOPOUG.
Aev TTPETTEL VA PElvEL TIEPIOTELA UALKOU (UIE TIAXOG) TIAVW OTNV ETILPAVELD EPAPHOYTC.

Aoy te)\subooups nv scpappoyﬁ Qv gppavLoToly pauptheg oe kamolo onpeto,
TIEPLUEVOUHIE VOl OTEYVWOEL TO UALKO KaL TPBOUKE pE YUTAOXAPTO KOKKWANG
120-150. Katomiy, gopwvtag yavtia pLag Xpriong, enpoppoioups TOTILKA pLa
TIOAU JLKPF TTOGOTNTA UALKOU KAl TNV ATTAWVOUNE UE TA XEPLA WA,

MePLUEVOUE VA OTEYVWOEL, EAEYXOUPE av xpetaletal TplPgo kat apou
BeBatwBoUe OTL TO VALKO €XEL TO ATIOTEAECUA TTIOU ETILOULOULE TIPOXWPALE
otnv gpappoyn Bepvikiou.

BepvikL AVCKATEVOUE TO TIEPLEXOUEVO HE AVASEUTHPA (LLEEP) OE XAUNAEC OTPOWEC PEXPL
NOAYOYPEOANH va oployevorolnBel KaAd.

POLYURETHANE & Epappdloupe To Bepviki ataupwtd o€ TOLAAYLOTOV SUO OTPWOELC Kal e Stapopd
PU VARNISH EXTRA MATTE 24 wpwv Kat Tdvw N pla atpwan ard tnv GAAN.

TEAOC, TapasiSouE TOV XWPO TIPOC XPran, apoy €XOUV TIEPACEL 4 JEPEG aTto
TNV TEALKN OTPWON.
MPOZOXH! To Bepvikt aipvel TIC TEAKEC TOU QVTOXEG OE 14 £wg 30 nuEPEC.

Katavaiwaon ~3Kg/m2

KaBapiopog Epyahela, Soxela kA, kaBapiovral pe vepd doo n Mpavitokovia TERRAZZO
elvat akoun vwr. Metd tnv okAfpuvon o kabaplopdg ylvetal povo pe
pNXavika péoa.

ZuoTaoeLg H eappoyr| tng Mpavitokoviag TERRAZZO TipeTiel va yiveTal 08 ATILEG KALPLKEG
ouvOnkec. Na pnv epappdletal oe eplmtwan emkelpevng Bpoxne, udbnAd
enlneda agpa ) kAtw amod dueon nALakr aktvoBoAla.

Na pnv epappodletal og Beppokpacteg Katw armo 12°C kat dvw armo 32°C kabwg
KQl O€ OYETLKN Lypactla avw tou 70%.

Kab' 6An tnv Sldpkela ou SleEayovtal Epyacieg 0Tov XWpo, TIPOOTATEUOUNE TLG ETILPAVELEG TIOU EXEL EPAPHOOTEL Mpavitokovia
TERRAZZO pe VAUAOV KAl XApTOVL. H OVTOUAE TIAEUPA KOLTAEL TIAVTA TIPOG TA TTAVW.

To UALKO TtalpVeL TLG TEALKEG TOU QVTOXEG eVTOG 30 NUEPWV.

MPOZOXH ota onpuetakd Bapn. MNpootatevoupe To dmedo Padoviag TooXAKLA KATW amod KABE EMUTAo ) avTikelpevo pe Bapog yia
TNV KOAr cUVTAPNON TOU UALKOU KAl TNV aro@uyr] onuasuwv.

KaBapiloupe TG emupaveleg Pe otroLodhmote KaBapLotiko. Edv xpnotyomoujooupe xAwpivn cuviotatal va kaBapicoupe §ava tnv
ETLPAVELA PE KaBapd vepd wote va paléPoupe omolodnmote meploceupa YAwplou. ALAPOPETIKA XPNOLUOTIOLOUE KABAPLOTIKA HE
ouSgtepo pH.

OAeg oL mapamdvw pETPrioeLs Exouv ylvel e BAoN TG TTPOTELVOUEVES KAQTAQVAAWUTELG QTG TOV KATAOKEUATTY).
To amotéAeoa TG EPapLOoyr¢ Kat oL KATAVAAWOELS UALKWY UTtopel va Stapépouv avaloya e Tov TpOTo epappoyrs amd enayyeAuyatia o enayyeAparia.
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APPLICATION PROCESS
FINE FLOOR SYSTEM (Lightly worn floors)

Substrate preparation

Follow the steps of the MEDIUM application system. Then sand thoroughly
and clean with a vacuum cleaner.

Mix Preparation

Empty the entire pigment into a 10kg bucket and mix with a low-speed stirrer
(mixer) for 2 minutes. Then fill the pigment bottle with an additional 200ml of
water to make use of all remaining pigment in the container, and add it to the
paste, stirring well for another 2 minutes.

Ensure thorough homogenization of the material with the pigment throughout
the bucket and that the material has a thick consistency before starting application.

Application Method

1 COAT

Before applying the Granitech FINE, it is recommended to apply a coat of
MONOPRO TERRAZZO VARNISH for better adhesion.

Apply a thin coat evenly to seal the pores. There should be no excess material
left on the application surface.

After completing the application, if any dark spots appear at certain points,
allow the material to dry and sand with 120-150 grit sandpaper.

Then, wearing disposable gloves, apply a very small amount of material locally
and spread it with your hands.

Allow it to dry, check if sanding is needed, and once satisfied with the result,
proceed with the application of the varnish.

Varnish
POLYURETHANE &
PU VARNISH EXTRA MATTE

Mix thoroughly with a low-speed stirrer (mixer) until well homogenized.
Apply the varnish crosswise in at least two coats, with a 24-hour interval
between each coat. Deliver the area for use after 4 days from the final coat.

CAUTIONI! The varnish reaches its final strength within 14 to 30 days.

Consumption

~3 Kg/m2

Cleaning

Tools, containers, etc., should be cleaned with water while TERRAZZO Granitech
is still wet. After hardening, cleaning should be done only using mechanical means.

Recommendations

The application of TERRAZZO Granitech should be carried out in mild weather
conditions. Do not apply in case of imminent rain, high wind levels, or direct sunlight.
Avoid applying at temperatures below 12°C or above 32°C, as well as in relative
humidity above 70%.

Throughout the duration of work in the area, protect the surfaces where TERRAZZO Granitech has been applied with nylon
and cardboard. The corrugated side always faces upwards.

The material reaches its final strength within 30 days.

CAUTION with point loads. Protect the floor by placing pads under each piece of furniture or heavy object for proper
maintenance of the material and to avoid marks.

Clean the surfaces with any cleaner. If using chlorine, it is recommended to clean the surface again with clean water to
remove any residual chlorine. Otherwise, use cleaners with a neutral pH.

All the above measurements have been made based on the manufacturer's recommended consumption rates.
The application outcome and material consumption may vary depending on the application technique used by each professional.




