AIAAIKAZIA EODAPMOTIHZX
>YXTHMA FINE WALL (Tolyot - K&Betec emdaveleq)

MpoetoLpacia UTIOCPWHATOG AkoAouBoUpe ta Brjpata tou cuthpatog epapuoyric MEDIUM.
Tp(Boupe MOAU kaAd kat kKaBapiloupEe e NAEKTPLKT okoUTta.

Npoetotpacia pelypatog 2tov 10Kg kouBd adeldloupe OAN TNV XPWOTLKM KAl AVAKATEVOUE e QVaSEUTHpa
(U{&ep) o€ xapNAEC oTPOWEG yia 2 Aetttd. ETtetta yeui{ouUE TO UTTOUKAAAKL TNG
XPWOTIKAG HE 200ml vEPO aKOUN, WOTE Va EMWPEANBOUUE aTd OAO TO TIEPLE-
XOUEVO TNC XPWATLKAG TIOU €ELVE OTO S0XELO, KAl TO TIPOCBETOUE TNV TTACTA
QVOKATELOVTAG KOAG yLa akopn 2 Aemtd.

EAgyxoupe OTL €xel yiveL TIAIPNG opoyevoTiolnon TOU UALKOU UE TNV XPWOTLKN
0€ OAO TOV KOUBA K OTL TO UAIKO HAC EXEL LA TIAYUPEDTN oUCTACN TIPLY EEKWVN-

OOULIE EQAPHOYN.
Tpéiog epappoyrig Mpw tnv epappoyn tng Mpavitokoviag FINE cuviotatal va spappoletal pla
otpwan ard to MONOPRO TERRAZZO VARNISH yia akopa KeAUTepn Tipocpuaon.

Epappoloupe pta Aetttr) otpwon &uptotd e otoxo va KAELOoUE TOUC TTOPOUG.
Aev TTPETTEL VA PElVEL TIEPIOTELA UALKOU (UE TIAXOG) TIAVW OTNVY ETILPAVELD EPAPHOYTC.

APOU TEAELWOOUE TNV EQAPHOYT, AV EJQAVLOTOUV HauptAec og KATTOLO onpelo,
TIEPLUEVOUE VA OTEYVWOEL TO UALKO Kal TP{BOUE e yuahdXapTo KOKKWANG
120-150. Katotuy, popwvtac yavtia huag Xpriong, Epappuoloupe TOTiKA pla
TIOAU PLKPH TTOoOTNTA UALKOU KAl TNV AMAWVOULE PE TA XEPLA PAC.

MePLUEVOUUE VA OTEYVWOEL, EAEYXOUUE aVv XpeLlddetal TplpLpo kat apou
BeBalwBoUpe OTL TO VALKO €XEL TO ATIOTEAECUA TTIOU ETILOULOUUE TIPOXWPALE
otnv epappoyn Bepvikiou.

Bepvikt AVAKATEUOULIE TO TIEPLEXOUEVO A LIE TO TIEPLEXOHEVO B e avadeutrpa (utep) oe
X MATTE WATER YQAUNAEC OTPOWEC PEYPL VA OpIoyEVOTIOLNBEL KAAA.
Epappuoloupe to Bepvikl og pla oTpwon yla E0WTEPLKOUG TOXOUG, O TOUAG-
XLOTOV SU0 OTPWOELG, LA EEWTEPIKOUC XWPOUC KAL XWPOUG HE augnuévn uypacia
(TLX. HTTAVL0), Kal e Slawopd 24 wpwv Kat Tavw n pla otpwon amod tnv dAAn.
TéAoC, apaSISOULE TOV XWPO TIPOC XPHoN, AWoU £X0LV TIEPACEL 4 LEPEC aTTd
TNV TEALKN OTPWOonN.
MPOZOXH! To BepvikL TAlPVEL TIC TEAKEG TOU QVTOXEC OE 14 €wG 30 nNUEPEG.

Katavaiwaon ~3Kg/ m2

KaBaptopog EpyaAela, Soxeta ktA. kaBapllovtal pe vepo 6oo n Mpavitokovia TERRAZZO
elvat akopn vwr. Metd tnv okAfjpuvon o kabBaplopdg ylvetal povo pe
LNXQVLKA pEoa.

ZuoTaoELg H eappoyr| tng Mpavitokoviag TERRAZZO TipeTiel va yiveTal 08 ATILEG KALPLKEG
ouvOnkec. Na pnv epappdletal oe eplmtwan emkelpevng Bpoxne, udbnAd
enlneda agpa ) kAtw amod dueon nALakr aktvoBoAla.

Na pnv epappodletal og Beppokpacteg Katw armo 12°C kat dvw armo 32°C kabwg
KQl O€ OYETLKN Lypactla avw tou 70%.

Ka®’ 6An tnv SLdpkeLa Tou Sle§ayovtat Epyacteg 0TovV XWpPo, TPOoTATEVOUE TLG ETILPAVELEG TTIOU EXEL EQAPUOOTEL Mpavitokovia
TERRAZZO pe VAUAOV KAl XapTOVL. H OVTOUAE TTAEUPA KOLTAEL TTAVTA TIPOG TA TTAVW.

To UALKO TtalpVEL TLG TEALKEG TOU AQVTOXEG EVTOG 30 NUEPWV.

MPOZOXH ota onpelakd Bapn. MpootateUoupe To Samedo PAadovtag TOoXAKLA KATW arod KABE ETUTAO ) avtikelyevo pe Bapog yia
TNV KaAr) oLVTAPNON TOU UALKOU KAl TNV Aro@uyr| onUasSLwyv.

KaBapiloupe TG emupaveleg pe otrolodnmote kabapLlotikod. Edv xpnotpomotrooups yAwpivn ouviotatal va kaBapiooupe §ava tnv
eTLpdveLa Pe kabapd vepod wote va padéPoupe ottoLodrmote epiooeupa YAwplou. ALa@opPETLKA XpOLUOTIOLOUHE KaBapLOTLKA HE
oudgtepo pH.

OAeg ot mapamdvw pETprioets Exouv ylvel e BAon TLG TTPOTELVOUEVES KATAVAAWUTELG QTG TOV KATAOKEUATTY).
To amoTéAEaLQ TNG EPApPOYIG Kal Ol KATAVAAWOELS UALKWV UTTOPEL va SLapépouv avdloya LiE ToV TPOTTO papLoyns amo emayyeAuatia os emayyeApatia.
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APPLICATION PROCESS
FINE WALL SYSTEM (walls - Vertical surfaces)

Substrate preparation

Follow the steps of the MEDIUM application system. Then sand thoroughly
and clean with a vacuum cleaner.

Mix Preparation

Empty the entire pigment into a 10kg bucket and mix with a low-speed stirrer
(mixer) for 2 minutes. Then fill the pigment bottle with an additional 200ml of
water to make use of all remaining pigment in the container, and add it to the
paste, stirring well for another 2 minutes.

Ensure thorough homogenization of the material with the pigment throughout
the bucket and that the material has a thick consistency before starting application.

Application Method

1 COAT

Before applying the Granitech FINE, it is recommended to apply a coat of
MONOPRO TERRAZZO VARNISH for better adhesion.

Apply a thin coat evenly to seal the pores. There should be no excess material
left on the application surface.

After completing the application, if any dark spots appear at certain points,
allow the material to dry and sand with 120-150 grit sandpaper.

Then, wearing disposable gloves, apply a very small amount of material locally
and spread it with your hands.

Allow it to dry, check if sanding is needed, and once satisfied with the result,
proceed with the application of the varnish.

Varnish
X MATTE WATER

Mix the contents of A with the contents of B using a low-speed mixer until they
are well homogenized.

Apply the varnish in one coat for indoor walls, in at least two coats for outdoor
areas and areas with increased humidity (e.g., bathroom), with a minimum of
24 hours between each coat.

Finally, we deliver the space for use after 4 days from the final coat.

CAUTION! The varnish reaches its final strength within 14 to 30 days.

Consumption

~3Kg/m2

Cleaning

Tools, containers, etc,, should be cleaned with water while TERRAZZO Granitech
is still wet. After hardening, cleaning should be done only using mechanical means.

Recommendations

The application of TERRAZZO Granitech should be carried out in mild weather
conditions. Do not apply in case of imminent rain, high wind levels, or direct sunlight.
Avoid applying at temperatures below 12°C or above 32°C, as well as in relative
humidity above 70%.

Throughout the duration of work in the area, protect the surfaces where TERRAZZO Granitech has been applied with nylon
and cardboard. The corrugated side always faces upwards.

The material reaches its final strength within 30 days.

CAUTION with point loads. Protect the floor by placing pads under each piece of furniture or heavy object for proper
maintenance of the material and to avoid marks.

Clean the surfaces with any cleaner. If using chlorine, it is recommended to clean the surface again with clean water to
remove any residual chlorine. Otherwise, use cleaners with a neutral pH.

All the above measurements have been made based on the manufacturer's recommended consumption rates.
The application outcome and material consumption may vary depending on the application technique used by each professional.




